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ALUMINYUM EKSTRUZYON PROFILLER
RENKLI ELOKSAL ve ELEKTROSTATIK TOZ BOYA

ALUMINIUM EXTRUDED PROFILES
COLOURED ANODIC OXIDATION & ELECTROSTATIC POWDER COATING
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PROFIL OZELLIKLERI
* Alagimi (TS 412), mekanik 6zellikleri (TS 996) ve ekstriizyon toleranslan (TS 5247 - TS 4925) stan-
dartlara uygundur.
» Eloksal iglemleri (TS 4992) standartlara uygun ve eloksal kalinigi en az 10 mikron dur.
* Yizey dizgiin ve piirizsiizdiir. istege gére mekanik Polisaj veya Satinaj yapilir.
» Elektrostatik toz boyama isleminden 6nce yag alma ve kromatlama yapilir.

PROFIL CESITLERI
* Mekon sistem seri MS50 x MEKON 1is1 yalitimli seri Mi50 » Giydirme cephe serisi * Klasik seriler
* Siirme seriler » Dolu, kapali ve agik profiller.
* Lambri, griyaj, panjur ve aksesuarlar x Asma tavan ve sanayi profilleri

DETAY QOZUMLERl
* lce ve disa agilir, katlanir, pivot, vasistas v.b. pencere, kapi ve giydirme cephe isi izolasyonlu
ve izolasyonsuz detay ¢6ziimleri mevcuttur. Degisik ¢oziimler i¢in teknik kadromuz emrinizdedir.

SiPARIS $ARTLARI
Goélbasi/Ankara’daki fabrikamizdan stoktan veya siparis lzerine (retilerek standart polietilen
ambalajl olarak sevkiyat yapilir.
* Mevcut kaliplardan asgari 300 Kg. siparis kabul edilir.
* 2000 Kg. dan fazla siparigler igin istenilen kalip bedelsiz yapilarak liretime gegilir. Kalip imal siresi
resimlerin onanmasindan sonra 10 giindir.
* Aynirenkten 1000 Kg.’in altinda olmamak lizere elektrostatik toz boyali siparig kabul edilir. Renkli

veya naturel eloksal yapilir. )
* Standart boy: Asma tavan profilleri i¢in 5.00 m., digerleri i¢cin 6.00 m. dir.

SPECIALITIES OF EXTRUDED PROFILES

*  The Alloy, mechanical properties and extrusion tolerances are according to the standards TS 412, TS 996 (Dand TS 5247 - TS 4925
respectively.
*  The Anodic Oxidation Processes fits to the standards (TS 4992) and the minimum thickness of Anodic Oxidation layer is 10 microns.
* Surface is smooth and straight. Mechanical surface-treatment (polishing or satinizating) can be applied in case of order.
Chromatization is done before electrostatic powder coating process.
PRODUCTION RANGE

* MEKON system series MS50

*  MEKON heat insulated series Mi50
*  Front dressing series,

| *  Classic series,

DETAILED SOLUTIONS
*  Detailed solutions of heat insulated and uninsulated profiles; windows, doors, pivots, transom windows, etc, with folding and in-out
opening abilities are available. For different solutions our experienced technical staff is in your service.

ORDER CONDITIONS
*  Profiles produced (by order or stock) in MEKON factory located in GSlbasi/ANKARA and dispatched by standard polietilen packaging.
*  The minimum ariount of order acceptable for the present dies is 300 kg.
*  For the orders more than 2000 kg. the die is prepared free of charge. The die production period is 10 days after the approval of the drafts.
* Orders with eiectrostatic powder coating are accepted minimum 1000 kg per colour. Coloured or naturel anodic oxidation is available.
Standard length is 5.00m for suspended ceiling profiles and 6.00m for the others.
(I) Turkish Institution of Standards

Sash window series

Solid, hallow and open profiles

Panellings, frames, window shades and accessories,
Decorative and industrial profiles.
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mekon® paneel a.s.

Adres Telefon Telefax Teleks
p’f MERKEZ (Head Office)  : izmir Caddesi Elgiin Sokag 8/3 Ankara/Tirkiye 230 55 30 - 230 20 08 229 82 15 44089 mkn - tr
IRTIBAT (Liaison Office) . : Ortaklar Cad. Bahgeler Sk. 8/2 Mec‘gdiyekc’iy-lstanbul/’l’ Urkiye 274 92 85 274 92 86
~_IRTIBAT (Liaison Office) : Cumhuriyet Bulvari 183/2 Alsancak-izmir/Tirkiye 22 25 64 63 33 20




