ALUMINYUM POLIURETAN
SANDVIC PANELLER

ALUMINIUM POLYURETHANE
URUNLERIMIZ <53> BELGELIDIR.  SANDWICH PANELS

| AVANTAJLAR Politiretan 10.015 - 0.017 Kcal/mh °'C
| OzELLIK | ORAN | NETICE KAZANGC

ISI IZOLASYONU | EN YUKSEK | EN KUCUK KESIT | YER KAZANMA
Thermal insulation Highest Thinnest Section Space
MUKAVEMET EK ILAVE KUVVET | YAPISAL KAZANGC
Rigidity High Adds Strength Structural
TUTUNMA YUKSEK YEKPARELIK | IMALAT KOLAYLIGI
Adhesion High No glue-line Manufacturing

i EK BOZULMAZ HAFAZA KOLAYLIGI
Dimensional Stability High Non-sag, non-heave Maintenance

YOGUNLUK DUSUK HAFIF TASIMA KOLAYLIGI
Density Low Lightweight Handling
SU EMME

Water Vapour
Transmission

45 mm. CAM YUNU
40 mm. POLISTREN
25 mm. POLIURETAN

380 mm. BETON BLOK

YOGU$MAZ iINSA KOLAYLIGI
Less Condensation Construction

IePdarTaPsaPdaPdariard 50 mm. MANTAR
| e ——
e

&LUQ\IA 140 mm. AHSAP




, » CATI ve CEPHE KAPLAMALARI - Roof & Facade Cladding

1.
Trapez mahya TASIYABILECEGI YUK (kg)
Ti idal roof rid

2rapezo: gifeotcgs PROFIL ASIK ARALIGI (mt)
Cam yuni 2.00 2.50
Glass wool
3.

Diiz mahya ] 321
Smooth roof ridge
4.

Kanca tirfon ) ) ) )
Hook screw IMALAT OZELLIKLERI

5.
TPS 30 veya TPS 50 - Aliminyum yiizeyler istenilen renkte firin

TPS 30 or TPS 50 boyal yapilabilir.

150 96

6.
SP 200 - Politiretan 6zel katki maddesi ile kendi

SP 200 kendini séndiiren tiptir.

7

Aliiminyum kenar « Sert politiretan yogunlugu
alin profili 32 - 35 - 40 Kg/m®tir
Aliim. edge flashing

8.
Aliiminyum alt kaplama
profili

Aluminium flashing fall
9. available on demand
Aliminyum kose profili
Aluminium corner flashing

MANUFACTURING PROPERTIES

- Stove - enameled aluminium surfaces are

- It can be produced as fire retardent

L . - Density of rigid polyurethane:
Cephe asigi 5
Facade span 32 - 35 - 40 Kg/m

. [ZOLASYON LEVHALARI - Insulation Sheets
BAZI MALZEMELERE AiT YOGUNLUK

i: i: 32.3. g VE ISI KATSAYILARI
ati arasi duvar

ve déseme
izolasyonu MALZEME
Roof space, wall & floor
insulations

YOGUNLUK A(k) DEGERI
3
Kgim W/m°C Kcal/mh°C

ASBEST (CIMENTO LEV,) 1520 0.288 0.248

DOLU TUGLA 1760 0.808 0.695

DELIKLI TUGLA 1000 1.15 0.989

4. BETON 2400 1.44 1.238
Asma tavan
Suspended ceiling.

MANTAR 80 : 1.238

CAM YUNU 64 0.031
POLIURETAN 0.016
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web s: http://www. mekon.com.tr.
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- ADRES Telefon Faks
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~ IRTIBAT (Liaison Office) : Yenisehir 1201.Sokak No: 17/C Ingaatgilar Garsisi Teknik Malzeme Is Merkezi IZMIR ~ (0.232) 469 98 98 (0.232) 469 92 32




